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Luminaire Property

Luminaire Category: Bridgelux V13C 3000K CRI90

Luminaire Description: 36D Voltage: 209.6 V
Current: 0.153 A Power: 31.20 W
Power Factor: 0.973

Photometric Results

CIE Class: Direct Total Rated Lamp Lumens: 3063.6 Im
Measurement Flux: 3063.6 Im Efficiency: 100%
Downward Ratio: 100% Upward Ratio: 0%

Horizontal Diffuse Angle(50%): H34.8
Vertical Diffuse Angle(50%): V34.8

Luminaire Efficacy Rating (LER): 98 Central Intensity: 8348.3 cd
Max. Intensity: 8449.6 cd Pos of Max. Intensity: HO V5
Picture Of Luminaire Luminous Intensity Distribution Curve
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Test Lab: Test Device: CHL-6E
Test Type: TYPE C Distance: 3.000 m
Temperature: Humidity:

Operator: Inspector:
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Luminous Intensity Distribution Curve
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Test Lab: Test Device: CHL-6E
Test Type: TYPE C Distance: 3.000 m
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Isocandela (rectangle)
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Imax (100%): 8450 cd
— (10%): 845 cd (16%): 1352 cd
— (25%): 2112 cd — (40%): 3380 cd
— (63%): 5323 cd (100%): 8450 cd
C Plane (°):0.0-180.0: 180.0 Gamma Plane (°):0.0-90.0:5.0
Test Lab: Test Device: CHL-6E
Test Type: TYPE C Distance: 3.000 m
Temperature: Humidity:

Operator: Inspector:
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IsoLux Plot
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Vertical distance / mount height
Mounting Height: 10m Max Lux(100%): 84 Ix
— ( 1%): 11X ( 2%): 2 Ix
— ( 5%): 4 IX — (10%): 8 Ix
— (20%): 17 Ix (50%): 421Ix
— (100%): 84 Ix
C Plane (°):0.0-180.0: 180.0 Gamma Plane (°):0.0-90.0:5.0
Test Lab: Test Device: CHL-6E
Test Type: TYPE C Distance: 3.000 m
Temperature: Humidity:

Operator: Inspector:
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Illuminance at a Distance

Distance(m) E(Ix) Dh(m) Dv(m) Eav(lx)
.5 33393.20 0.31 0.31 6818.60
.0 8348.30 0.63 0.63 1704.65
.5 3710.36 0.94 0.94 757.62
.0 2087.07 1.25 1.25 426.16
.5 1335.73 1.57 1.57 272.74
.0
.0
.0

927.59 1.88 1.88 189.41

ESN WININHH O

521.77 2.51 2.51 106.54

5 333.93 3.14 3.14 68.19

7.0 170.37 4.39 4.39 34.79

Dh/ 14.0 42.59 8.78 8.78 8.70
Dv Beam Angle: H34.8 V34.8 Field Angle: H53.6 V53.6
C Plane (°):0.0-180.0: 180.0 Gamma Plane (°):0.0-90.0:5.0
Test Lab: Test Device: CHL-6E
Test Type: TYPE C Distance: 3.000 m
Temperature: Humidity:

Operator: Inspector:



Artdon Lighting Limited
Artdon mx s
Tel:0760-22211890

Hahting Selmprror el Fax:0760-22211886 Page 6 of 9 Pages

Vertical IsoLux Plot
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Horizontal distance(m)
Lowest(m): 1m Highest(m): 11 Max Lux: 8348
— ( 1%): 83 Ix ( 2%): 167 Ix
— ( 5%): 417 Ix — (10%): 835 Ix
— (20%): 1670 Ix (50%): 4174 Ix
— (100%): 8348 Ix
C Plane (°):0.0-180.0: 180.0 Gamma Plane (°):0.0-90.0:5.0
Test Lab: Test Device: CHL-6E
Test Type: TYPE C Distance: 3.000 m
Temperature: Humidity:

Operator: Inspector:
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The average illuminance effective figure
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Flux Out: 2988.31Im

951.21/ 8348.30Ix 200.00cm
422.76/ 3710.36Ix 300.00cm
237.80/ 2087.07Ix 400.00cm
152.19/ 1335.73Ix 500.00cm
105.69/ 927.591x 600.00cm
77.65/ 681.49Ix 700.00cm
59.45/ 521.77Ix 800.00cm
46.97/ 412.26Ix 900.00cm
38.05/ 333.93Ix 1000.00cm
31.44/ 275.98Ix | 1100.00cm
A —
Avg./Nadir. E Beam Angle:90.00 Diameter

C Plane (°):0.0-180.0: 180.0

Test Lab:

Test Type: TYPE C
Temperature:

Operator:

Gamma Plane (°):0.0-90.0:5.0
Test Device: CHL-6E

Distance: 3.000 m

Humidity:

Inspector:
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Zonal Lumen

Gamma Imean Zonal Flux Sum Zonal Flux| Rel Zonal FluxSum Rel Zonal Flu
[°] [cd] [Im] [Im] [%] [%]
0.0-5.0 8158.4 195.1 195.1 6.37 6.37
5.0-10.0 7422.9 531.1 726.1 17.34 23.70
10.0-15.0 6028.2 715.2 1441.3 23.34 47.05
15.0-20.0 4164.5 686.4 2127.8 22.41 69.45
20.0-25.0 2275.2 477.3 2605.0 15.58 85.03
25.0-30.0 917.0 232.1 2837.1 7.58 92.61
30.0-35.0 293.3 86.4 2923.5 2.82 95.43
35.0-40.0 117.3 39.1 2962.6 1.28 96.70
40.0-45.0 69.4 25.7 2988.3 0.84 97.54
45.0-50.0 51.9 21.0 3009.3 0.68 98.23
50.0-55.0 42.5 18.5 3027.8 0.60 98.83
55.0-60.0 34.2 15.8 3043.6 0.52 99.35
60.0-65.0 23.3 11.3 3054.9 0.37 99.72
65.0-70.0 11.9 6.0 3061.0 0.20 99.91
70.0-75.0 4.3 2.3 3063.2 0.07 99.99
75.0-80.0 0.8 0.4 3063.6 0.01 100.00
80.0-85.0 0.0 0.0 3063.6 0.00 100.00
85.0-90.0 0.0 0.0 3063.6 0.00 100.00

C Plane (°):0.0-180.0: 180.0

Test Lab:

Test Type: TYPE C
Temperature:
Operator:

Gamma Plane (°):0.0-90.0:5.0
Test Device: CHL-6E
Distance: 3.000 m

Humidity:
Inspector:
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Candlepower Table Unit: od

G\C C0.0 |[C180.0
GO0.0 | 8348.3 | 8348.3
G5.0 |8449.6 | 7487.2
G10.0 | 7791.1 | 5963.6
G15.0 | 6368.9 | 3989.3
G20.0 | 4354.0 | 1946.0
G25.0 | 2242.8 | 558.2
G30.0 | 707.1 | 160.1
G35.0 | 224.9 81.0
G40.0 | 108.4 54.7
G45.0 69.9 44.6
G50.0 52.7 40.5
G55.0 | 42.5 34.4
G60.0 36.5 23.3
G65.0 24.3 9.1
G70.0 11.1 3.0
G75.0 3.0 0.0
G80.0 0.0 0.0
G85.0 0.0 0.0
G90.0 0.0 0.0

C Plane (°):0.0-180.0: 180.0 Gamma Plane (°):0.0-90.0:5.0
Test Lab: Test Device: CHL-6E

Test Type: TYPE C Distance: 3.000 m
Temperature: Humidity:

Operator: Inspector:



