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Report No.: 57.09516 SILO Downlight Test Time: 2023-01-05 14:28

Luminaire Property

Luminaire Category: Citizen 1204 3000K CRI90
Voltage: 216.1 V Current: 0.105 A
Power: 20.10 W Power Factor: 0.878

Photometric Results

CIE Class: Direct Total Rated Lamp Lumens: 1596.3 Im
Measurement Flux: 1596.3 Im Efficiency: 100%
Downward Ratio: 100% Upward Ratio: 0%

Horizontal Diffuse Angle(50%): H37
Vertical Diffuse Angle(50%): V37

Luminaire Efficacy Rating (LER): 79 Central Intensity: 4029.79 cd
Max. Intensity: 4029.8 cd Pos of Max. Intensity: HO VO
Picture Of Luminaire Luminous Intensity Distribution Curve
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Test Lab: Test Device: CHL-6E
Test Type: TYPE C Distance: 3.000 m
Temperature: Humidity:

Operator: Inspector:
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Luminous Intensity Distribution Curve
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Test Lab: Test Device: CHL-6E
Test Type: TYPE C Distance: 3.000 m
Temperature: Humidity:
Operator: Inspector:
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Isocandela (rectangle)
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Imax (100%): 4030 cd
— (10%): 403 cd (16%): 645 cd
— (25%): 1007 cd — (40%): 1612 cd
— (63%): 2539 cd (100%): 4030 cd
C Plane (°):0.0-180.0: 180.0 Gamma Plane (°):0.0-90.0:5.0
Test Lab: Test Device: CHL-6E
Test Type: TYPE C Distance: 3.000 m
Temperature: Humidity:

Operator: Inspector:
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IsoLux Plot
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Vertical distance / mount height
Mounting Height: 10m Max Lux(100%): 40 Ix
— ( 1%): 0 Ix ( 2%): 11X
— ( 5%): 2 Ix — (10%): 4 IX
— ( 20%): 8 Ix (50%): 20 Ix
— (100%): 40 Ix
C Plane (°):0.0-180.0: 180.0 Gamma Plane (°):0.0-90.0:5.0
Test Lab: Test Device: CHL-6E
Test Type: TYPE C Distance: 3.000 m
Temperature: Humidity:

Operator: Inspector:
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Illuminance at a Distance

Distance(m) E(Ix) Dh(m) Dv(m) Eav(lx)
0.5 16119.16 0.33 0.33 3483.92
1.0 4029.79 0.67 0.67 870.98
1.5 1791.02 1.00 1.00 387.10
2.0 1007.45 1.34 1.34 217.74
2.5 644.77 1.67 1.67 139.36
3.0 447.75 2.01 2.01 96.78
4.0 251.86 2.68 2.68 54.44
5.0 161.19 3.34 3.34 34.84
7.0 82.24 4.68 4.68 17.78
14.0 20.56 9.36 9.36 4.44

Beam Angle: H37.0 V37.0 Field Angle: H56.9 V56.9

C Plane (°):0.0-180.0: 180.0
Test Lab:

Test Type: TYPE C
Temperature:

Operator:

Gamma Plane (°):0.0-90.0:5.0
Test Device: CHL-6E

Distance: 3.000 m
Humidity:
Inspector:
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Vertical IsoLux Plot
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Horizontal distance(m)
Lowest(m): 1m Highest(m): 11 Max Lux: 4030
— ( 1%): 401Ix ( 2%): 81 Ix
— ( 5%): 201 Ix — (10%): 403 Ix
— (20%): 806 Ix (50%): 2015 Ix
— (100%): 4030 Ix
C Plane (°):0.0-180.0: 180.0 Gamma Plane (°):0.0-90.0:5.0
Test Lab: Test Device: CHL-6E
Test Type: TYPE C Distance: 3.000 m
Temperature: Humidity:

Operator: Inspector:
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The average illuminance effective figure
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Flux Out: 1592.59Im

506.94/ 4029.79Ix 200.00cm
225.31/ 1791.02Ix 300.00cm
126.73/ 1007.45Ix 400.00cm
81.11/ 644.77Ix 500.00cm
56.33/ 447.75Ix 600.00cm
41.38/ 328.96Ix 700.00cm
31.68/ 251.86Ix 800.00cm
25.03/ 199.00Ix 900.00cm
20.28/ 161.19Ix 1000.00cm
16.76/ 133.22Ix | 1100.00cm
A —
Avg./Nadir. E Beam Angle:90.00 Diameter

C Plane (°):0.0-180.0: 180.0

Test Lab:

Test Type: TYPE C
Temperature:

Operator:

Gamma Plane (°):0.0-90.0:5.0
Test Device: CHL-6E

Distance: 3.000 m

Humidity:

Inspector:
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Zonal Lumen

Gamma Imean Zonal Flux Sum Zonal Flux| Rel Zonal FluxSum Rel Zonal Flu
[°] [cd] [Im] [Im] [%] [%]
0.0-5.0 3957.9 94.6 94.6 5.93 5.93
5.0-10.0 3703.6 265.0 359.6 16.60 22.53
10.0-15.0 3139.6 372.5 732.1 23.33 45.86
15.0-20.0 2224.1 366.6 1098.7 22.97 68.83
20.0-25.0 1249.3 262.1 1360.7 16.42 85.24
25.0-30.0 552.6 139.9 1500.6 8.76 94.01
30.0-35.0 197.8 58.3 1558.9 3.65 97.65
35.0-40.0 69.9 23.3 1582.2 1.46 99.12
40.0-45.0 28.1 10.4 1592.6 0.65 99.77
45.0-50.0 8.4 3.4 1596.0 0.21 99.98
50.0-55.0 0.8 0.3 1596.3 0.02 100.00
55.0-60.0 0.0 0.0 1596.3 0.00 100.00
60.0-65.0 0.0 0.0 1596.3 0.00 100.00
65.0-70.0 0.0 0.0 1596.3 0.00 100.00
70.0-75.0 0.0 0.0 1596.3 0.00 100.00
75.0-80.0 0.0 0.0 1596.3 0.00 100.00
80.0-85.0 0.0 0.0 1596.3 0.00 100.00
85.0-90.0 0.0 0.0 1596.3 0.00 100.00

C Plane (°):0.0-180.0: 180.0

Test Lab:

Test Type: TYPE C
Temperature:
Operator:

Gamma Plane (°):0.0-90.0:5.0
Test Device: CHL-6E
Distance: 3.000 m

Humidity:
Inspector:
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Candlepower Table Unit: od

G\C C0.0 |[C180.0
GO0.0 | 4029.8 | 4029.8
G5.0 | 3979.1 | 3792.8
G10.0 | 3782.6 | 3259.9
G15.0 | 3235.6 | 2280.3
G20.0 | 2172.9|1207.5
G25.0 | 1115.3 | 501.4
G30.0 | 429.5 | 164.1
G35.0 | 135.7 61.8
G40.0 53.7 28.4
G45.0 21.3 9.1
G50.0 3.0 0.0
G55.0 0.0 0.0
G60.0 0.0 0.0
G65.0 0.0 0.0
G70.0 0.0 0.0
G75.0 0.0 0.0
G80.0 0.0 0.0
G85.0 0.0 0.0
G90.0 0.0 0.0

C Plane (°):0.0-180.0: 180.0 Gamma Plane (°):0.0-90.0:5.0
Test Lab: Test Device: CHL-6E

Test Type: TYPE C Distance: 3.000 m
Temperature: Humidity:

Operator: Inspector:



